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Quality Assurance, Traceability and Testing

Grade 8 Short Link Chain

MAB8 and batch traceability marks, the mark of Max-Alloy® quality grade 8 (T) chain, the grade that should always be
used for sling or lifting appliances.

Batch code Producer logo and Code links to
links to test certificate grade mark production details
Chain Tags

CE mark
Grademark

Sling I.D number
links to test certificate

WHLP Symbol

Testing

Short Link Chain Grade 8 and Grade 10 - EN818-2
o All Hackett Grade 8 and Grade 10 short link chain is proof tested to 2.5 x WLL
e All Hackett Grade 8 and Grade 10 short link chain MBL is 4 x WLL

Chain Components Grade 8 and Grade 10 - EN1677-1, ASTM 952/A952M, ASME B30.26 and PAS1061
All Yoke Grade 8 and Grade 10 chain components and Hackett Grade 8 chain components are:
e Proof tested to 2.5 x WLL
e Minimum Break Load is 4 x WLL
e 100% Magnaflux Crack Detected
e Fatigue rated at 20,000 cycles at 1.5 x WLL
e  Tempering temperature minimum 400°C
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Grade 8 Working Load Limits

Uniform Load Method of Rating BSEN 818-4

Cha,i:ImSize Single Leg Endless Two Leg Three & Four Leg
0-45° 45-60° 0-45° 45-60°
7 1.50 2.50 2.10 1.50 3.15 2.20
8 2.00 3.10 2.80 2.00 4.20 3.00
10 3.15 5.00 4.25 3.15 6.70 4.75
13 5.30 8.50 7.50 5.30 11.20 8.00
16 8.00 12.50 11.20 8.00 17.00 11.80
20 12.50 20.00 17.00 12.50 26.50 19.00
22 15.00 23.60 21.20 15.00 31.50 22.40
26 21.20 33.50 30.00 21.20 45.00 31.50
32 31.50 50.00 45.00 31.50 67.00 47.50

All loads shown in Tonnes.




Grade 8 Working Load Limits Special Applications

Single Leg Chain Slings

Basket Hitch (back hooked into top link) Reevable Collar Sling Choke Hitch
The WLL will be the WLL for single leg slings. The WLL will be 1.4 x the WLL The WLL will be 0.8 x the WLL
for single leg slings. for single leg slings.

Two Leg Chain Slings

Choke Hitch Double Basket
The WLL will be 0.8 x the WLL for a two leg sling. The WLL will be the WLL for a two leg sling.

Three & Four Leg Chain Slings

Choke Hitch Double Basket
The WLL will be 0.8 x the WLL for 3 & 4 leg slings. The WLL will be the WLL for 3 & 4 leg slings.




Master Link

Material: Grade 8 Alloy Steel
Intl. Standard: EN1677-4
Paint Finish:  Blue

rd

<

A

Metric Specifications

Chain Size Chain Size
cP : gte Description mm mm Tc‘mlr;ts Mlzss
Single Double 9
X-003-0806 MAQ806ML 6,7&8 6 2.8 0.47
X-003-1008 MA1008ML 10 7&8 4.2 0.72
X-003-1310 MA1310ML 13 10 6.7 1.50
X-003-1613 MA1613ML 16 13 11.8 3.00
X-003-2016 MA2016ML 20 16 17.0 5.10
330.360 HA36ML 22 20 23.0 6.50
330.400 HA40ML 26 22 28.1 8.50
330.450 HA45ML 32 26 38.3 12.20
330.500 HA50ML 36 32 45.0 16.60
Oversize Master Links
330.220 HA22ML - 10 5.80 2.30
330.250 HA25ML 16 13 8.83 3.10
Metric Dimensions
Part - A B C
Code PEEE mm mm mm
X-003-0806 MAO806ML 145 125 60
X-003-1008 MA1008ML 16.0 150 75
X-003-1310 MA1310ML 22.0 162 90
X-003-1613 MA1613ML 28.0 200 110
X-003-2016 MA2016ML 32.0 270 140
330.360 HA36ML 36.0 270 140
330.400 HA40ML 40.0 280 155
330.450 HA45ML 45.0 320 175
330.500 HA50ML 50.0 350 195
Oversize Master Links
330.220 HA22ML 22 270 140
330.250 HA25ML 25 270 140
Imperial Specifications
Chain Size Chain Size
Cl; : gte Description inch inch VI\LLSL N:g:s
Single Double
X-003-0806 MAQ806ML 1/4 - 5/16 1/4 6172 1.04
X-003-1008 MA1008ML 3/8 9/32 - 15/16 9259 1.59
X-003-1310 MA1310ML 1/2 3/8 14770 3.30
X-003-1613 MA1613ML 5/8 1/2 26014 6.60
X-003-2016 MA2016ML 3/4 5/8 37478 11.24
330.360 HA36ML 7/8 3/4 50706 14.33
330.400 HA40ML 1 7/8 61949 18.74
330.450 HA45ML 1-1/4 1 84437 26.90
330.500 HA50ML 1-27/64 1-1/4 99208 36.60
Oversize Master Links
330.220 HA22ML - 3/8 12786 5.07
330.250 HA25ML 5/8 1/2 10466 6.83
Imperial Dimensions
Part i A B (o}
Code Rescription inch inch inch
X-003-0806 MAO806ML 0.57 4.92 2.36
X-003-1008 MA1008ML 0.63 5.90 2.95
X-003-1310 MA1310ML 0.86 6.37 3.54
X-003-1613 MA1613ML 1.10 7.87 4.33
X-003-2016 MA2016ML 1.26 10.63 5.51
330.360 HA36ML 1.41 10.63 551
330.400 HA40ML 1.57 11.00 6.10
330.450 HA45ML 1.77 12.60 6.89
330.500 HA50ML 1.97 13.78 7.67
Oversize Master Links
330.220 HA22ML 0.88 10.63 551
330.250 HA25ML 0.98 10.63 5.51




Sub Assembly

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-4

Paint Finish:

Blue

Metric Specifications

Part Code Description | Chain Size mm | WLL Tonnes Mass Kg
X-007-06 MAQOBSA 6 4.2 1.62
X-007-08 MAOQ8SA 78&8 5.8 2.84
X-007-10 MA10SA 10 8.4 5.89
X-007-13 MA13SA 18 14.0 7.96
X-007-16 MA16SA 16 21.0 12.40
350.400 HA40QA 20 28.1 18.50
350.450 HA45QA 22 38.3 25.10
350.500 HA50QA 26 45.0 40.90
350.650 HAB5QA 32 75.0 66.10

Oversize Sub Assemblies
HA23QA HA23QA 78&8 5.80 3.80
HA25QA HA25QA 10 8.83 5.30
Metric Dimensions
. Chain Size A B (& D E F
Part Code @ Description mm mm | mm | mm | mm | mm | mm
X-007-06 MAQOGSA 6 16 150 75 145 | 125 60
X-007-08 MAO8SA 7&8 22 162 90 16.0 | 150 75
X-007-10 MA10SA 10 28 200 110 22.0 162 90
X-007-13 MA13SA 13 32 270 140 22.0 162 90
X-007-16 MA16SA 16 36 270 140 | 28.0 | 200 110

350.400 HA40QA 20 40 280 155 | 320 | 270 140

350.450 HA45QA 22 45 320 175 | 36.0 | 270 140

350.500 HA50QA 26 50 350 195 | 450 | 320 175

350.650 HAB5QA 32 65 410 220 | 50.0 | 350 195

Oversize Sub Assemblies
HA23QA HA23QA 7&8 22 270 140 16 150 75
HA25QA HA25QA 10 25 270 140 20 140 70
Imperial Specifications

Part Code Description | Chain Size inch WLL Ibs Mass Ibs
X-007-06 MAQBSA 1/4 9259 3.57
X-007-08 MAO8SA 1/4 - 5/16 11684 6.26
X-007-10 MA10SA 3/8 18518 12.99
X-007-13 MA13SA 1/2 30864 17.55
X-007-16 MA16SA 5/8 46297 27.34

350.400 HA40QA 3/4 61949 40.79
350.450 HA45QA 7/8 84437 55.34
350.500 HA50QA 1 99208 90.17
350.650 HAB5QA 1-17/64 165347 145.73
Oversize Sub Assemblies
HA23QA HA23QA 1/4 - 5/16 12786 8.35
HA25QA HA25QA 3/8 19466 11.70
Imperial Dimensions
- Chain Size | A B C D E F
PR GEEE | sl inch  inch inch inch inch inch inch
X-007-06 MAQGSA 0.24 0.63 | 590 | 295 | 057 | 492 | 236
X-007-08 MAO8SA 0.28-031 | 0.86 | 6.37 | 354 | 063 | 590 @ 295
X-007-10 MA10SA 0.39 110 | 787 | 433 | 0.86 | 6.37 | 3.54
X-007-13 MA13SA 0.51 126 | 1063 | 551 | 0.86 | 6.37 | 3.54
X-007-16 MA16SA 0.63 1.41 | 10.63 | 5.51 1.10 7.87 4.33

350.400 HA40QA 0.79 1.57 | 11.00 | 6.10 1.26 | 10.63 | 5.51

350.450 HA45QA 0.87 1.77 | 12.60 | 6.89 1.41 | 10.63 | 5.51

350.500 HA50QA 1.02 197 (1378 | 7.67 | 1.77 | 1260 | 6.89

350.650 HAB5QA 1.25 256 | 16.14 | 866 | 197 | 13.78 | 7.67

Oversize Sub Assemblies
HA23QA HA23QA 0.28-0.31 | 0.87 | 1063 | 551 | 063 | 591 | 295
HA25QA HA25QA 0.39 0.98 | 10.63 | 551 | 0.79 | 551 | 2.76




Grade 8 Lifting Chain

Material: Grade 8 Alloy Steel Metric Specifications

/nt/: Stgng’ard. EN818-2 Part Chain Size WLL Kgs per

Paint Finish:  Black Code mm Tonnes metre
AS1.070.5 7 1.50 1.10
AS1.080.5 8 2.00 1.50
AS1.100.5 10 3.15 2.20
AS1.130.5 13 5.30 3.80
AS1.160.5 16 8.00 5.80
AS1.200.5 20 12.50 9.10
AS1.220.5 22 15.00 11.00
AS1.260.5 26 21.20 15.30
AS1.320.5 32 31.50 23.20

Metric Dimensions

Part Chain Size A B C

- Code mm mm mm mm
AS1.070.5 7 7 21 25.9

B AS1.080.5 8 8 24 29.6
AS1.100.5 10 10 30 37.0

R AS1.130.5 13 13 39 481
AS1.160.5 16 16 48 59.2

AS1.200.5 20 20 60 74.0

AS1.220.5 22 22 66 814

AS1.260.5 26 26 78 96.2

AS1.320.5 32 32 96 118.0

Imperial Specifications

Part Chain Size WLL Ibs per
Code inch lbs metre
AS1.070.5 1/4 3300 2.43
AS1.080.5 5/16 4410 3.30
C AS1.100.5 3/8 6940 4.85
AS1.130.5 1/2 11680 8.38
AS1.160.5 5/8 17635 12.78
AS1.200.5 3/4 27555 20.06
AS1.220.5 7/8 33070 24.25
AS1.260.5 1 46740 33.73
AS1.320.5 1-1/4 69445 51.15

Imperial Dimensions

Part Chain Size A B ©
Code inch inch inch inch
AS1.070.5 1/4 0.27 0.83 1.02
AS1.080.5 5/16 0.31 0.94 117
AS1.100.5 3/8 0.39 1.18 1.46
AS1.130.5 1/2 0.51 1.54 1.90
AS1.160.5 5/8 0.63 1.89 2.33
AS1.200.5 3/4 0.79 2.36 2.91
AS1.220.5 7/8 0.87 2.60 3.20
AS1.260.5 1 1.00 3.07 3.79
AS1.320.5 1-1/4 1.25 3.78 4.65
Temperature Reduction in load Permanent Reduction
of Chain Limit' while heated in Working Load Limit?
-40°C - 200°C None None
over 200°C to 300°C 10% None
over 300°C to 400°C 25% None
over 400°C DO NOT USE




Grade 8 Component Connector

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-015-07 7,8 2.00 150 0.20
8-015-10 10 3,18 50 0.30
8-015-13 13 5.30 35 0.70
8-015-16 16 8.00 20 1.10
8-015-20 20 12.50 10 1.90
8-015-22 22 15.00 3.00
8-015-26 26 21.20 5.00
8-015-32 32 31.50 9.00
Metric Dimensions
Part Chain Size A B D K
Code mm mm mm mm mm
8-015-07 7,8 18 22 9 57
8-015-10 10 25 26 11 68
8-015-13 13 30 35 16 91
8-015-16 16 36 38 19 100
8-015-20 20 42 46 22 122
8-015-22 22 49 59 24 152
8-015-26 26 55 62 30 162
8-015-32 32 69 79 36 202
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
8-015-07 1/4 -5/16 4500 150 0.40
8-015-10 3/8 7100 50 0.70
8-015-13 1/2 12000 35 1.50
8-015-16 5/8 18100 20 2.40
8-015-20 3/4 28300 10 4.20
8-015-22 7/8 34200 6.60
8-015-26 1 47700 10.40
8-015-32 1-1/4 72300 19.40
Imperial Dimensions
Part Chain Size A B D K
Code inch inch inch inch inch
8-015-07 1/4-5/16 0.71 0.89 0.35 2.25
8-015-10 3/8 0.99 1.06 0.50 2.68
8-015-13 1/2 1.19 1.38 0.62 3.58
8-015-16 5/8 1.42 1.51 0.75 3.94
8-015-20 3/4 1.65 1.81 0.87 4.80
8-015-22 7/8 1.93 2.32 0.94 5.98
8-015-26 1 217 2.44 1.19 6.38
8-015-32 1-1/4 2.72 3.11 1.42 7.96




Grade 8 Eye Grab Hook

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-041-07 7,8 2.00 80 0.30
8-041-10 10 &.19 40 0.60
8-041-13 13 5.30 12 1.40
8-041-16 16 8.00 10 2.30
8-041-20 20 12.50 6 3.90
8-041-22 22 15.00 5 4.70
8-041-26 26 21.20 2 9.90
8-041-32 32 31.50 1 21.40

Metric Dimensions
Part Chain Size A F G K P
Code mm mm mm mm mm mm
8-041-07 7,8 15 30 9 60 10
8-041-10 10 20 41 13 84 13
8-041-13 13 25 52 15 102 16
8-041-16 16 30 57 20 114 20
8-041-20 20 36 73 24 132 23
8-041-22 22 38 70 26 165 26
8-041-26 26 41 100 32 187 29
8-041-32 32 61 127 40 230 37
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty lbs
8-041-07 1/4 - 5/16 4500 80 0.70
8-041-10 3/8 7100 40 1.30
8-041-13 1/2 12000 12 3.10
8-041-16 5/8 18100 10 4.90
8-041-20 3/4 28300 6 8.40
8-041-22 7/8 34200 5 10.10
8-041-26 1 47700 2 22.70
8-041-32 1-1/4 72300 1 4410
Imperial Dimensions
Part Chain Size A F G K P
Code inch inch inch inch inch inch
8-041-07 1/4 - 5/16 0.59 1.18 0.35 2.36 0.39
8-041-10 3/8 0.79 1.61 0.51 3.22 0.51
8-041-13 1/2 0.98 2.05 0.59 4.02 0.63
8-041-16 5/8 1.18 2.24 0.79 5.16 0.79
8-041-20 3/4 1.49 2.87 0.91 5.75 0.91
8-041-22 7/8 1.50 2.76 1.02 6.42 1.02
8-041-26 1 1.81 3.94 1.26 8.07 1.14
8-041-32 1-1/4 2.28 5.00 1.61 10.51 1.53




Grade 8 Clevis Grab Hook

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

F

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-042-07 7,8 2.00 70 0.30
8-042-10 10 8.18 30 0.80
8-042-13 13 5.30 15 1.60
8-042-16 16 8.00 8 2.80
8-042-20 20 12.50 4 4.80
Metric Dimensions
Part Chain Size A F H K L P
Code mm mm mm mm mm mm mm
8-042-07 7,8 9 30 25 55 93 10
8-042-10 10 12 41 88 77 128 13
8-042-13 13 15 53 42 97 152 16
8-042-16 16 17 58 45 102 180 20
8-042-20 20 23 98 54 124 217 23
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty lbs
8-042-07 1/4 - 5/16 4500 70 0.70
8-042-10 3/8 7100 30 1.80
8-042-13 1/2 12000 15 3.50
8-042-16 5/8 18100 8 6.20
8-042-20 3/4 28300 4 11.00
Imperial Dimensions
Part Chain Size A F H K L P
Code inch inch inch inch inch inch inch
8-042-07 1/4-5/16 0.35 1.18 0.98 217 3.66 0.39
8-042-10 3/8 0.47 1.61 1.38 3.03 5.04 0.51
8-042-13 1/2 0.59 2.09 1.65 3.82 5.98 0.63
8-042-16 5/8 0.67 2.22 1.77 4.47 7.66 0.79
8-042-20 3/4 0.91 3.86 213 4.88 8.54 0.91




Grade 8 Shortening Clutch

Material:
Intl. Standard:
Paint Finish:

o

Grade 8 Alloy Steel
EN1677-1
Yellow

~

T

Metric Specifications

o
o

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-078-07 7,8 2.00 30 0.70
8-078-10 10 8.18 15 1.30
8-078-13 13 5.30 8 2.80
8-078-16 16 8.00 4 5.30
Metric Dimensions
Part |Chain Size, A C D E F G H K
Code mm mm mm mm mm mm mm mm mm
8-078-07 7,8 12 20 10 23 70 9 22 128
8-078-10 10 13 26 12 29 87 11 26 154
8-078-13 13 15 33 16 37 115 15 36 203
8-078-16 16 21 39 19 46 143 19 39 248
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
8-078-07 1/4 - 5/16 4500 30 1.50
8-078-10 3/8 7100 15 2.90
8-078-13 1/2 12000 8 6.20
8-078-16 5/8 18100 4 11.70
Imperial Dimensions
Part | Chain Size, A C D E F G H K
Code inch inch | inch  inch  inch | inch | inch | inch | inch
8-078-07 | 1/4-5/16 | 047 | 0.79 | 0.39 | 0091 276 | 089 | 035 | 504
8-078-10 3/8 0.51 1.02 | 047 | 114 | 343 1.06 | 050 | 6.06
8-078-13 1/2 0.59 130 | 063 | 146 | 4.53 138 | 0.62 | 7.99
8-078-16 5/8 0.83 154 | 075 | 1.81 5.63 1.51 0.75 | 9.76




Grade 8 Clevis Clutch

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-060-07 7,8 2.00 50 0.40
8-060-10 10 8.18 21 1.00
8-060-13 13 5.30 10 2.00
8-060-16 16 8.00 6 3.20
8-060-20 20 12.50 4 5.00
Metric Dimensions
Part Chain Size A B C D E F
Code mm mm mm mm mm mm mm
8-060-07 7,8 8 9 10 9 16 62
8-060-10 10 12 12 14 12 25 87
8-060-13 13 16 17 17 15 32 115
8-060-16 16 20 20 19 19 39 143
8-060-20 20 21 23 23 22 46 152
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty lbs
8-060-07 1/4 - 5/16 4500 50 1.10
8-060-10 3/8 7100 21 2.20
8-060-13 1/2 12000 10 4.40
8-060-16 5/8 18100 6 7.10
8-060-20 3/4 28300 4 10.80
Imperial Dimensions
Part Chain Size A B C D E F
Code inch inch inch inch inch inch inch
8-060-07 1/4 - 5/16 0.34 0.34 0.39 0.35 0.63 2.44
8-060-10 3/8 0.49 0.49 0.55 0.47 0.98 3.43
8-060-13 1/2 0.65 0.65 0.67 0.59 1.26 4.53
8-060-16 5/8 0.81 0.81 0.75 0.75 1.54 5.63
8-060-20 3/4 0.85 0.85 0.91 0.87 1.81 5.98




Grade 8 Clevis Shackle

Material: Grade 8 Alloy Steel Metric Specifications
part . Yelon NG T B ess
8-066-07 7,8 2.00 35 0.40
8-066-10 10 3.15 20 0.80
8-066-13 13 5.30 18 1.40
.b f( 8-066-16 16 8.00 10 2.40
ﬁ i Metric Dimensions
| | Part  ChainSize A c G K L M w
Code mm mm mm mm mm mm mm mm
8-066-07 7,8 9 79 34 59 35 16 33
8-066-10 10 11 93 40 78 48 20 34
8-066-13 13 14 118 44 98 64 22 49
8-066-16 16 18 141 54 112 69 28 60
A Imperial Specifications
Part Chain Size WLL Box Mass
Code inch lbs Qty Ibs
8-066-07 1/4 -5/16 4500 35 0.90
K 8-066-10 3/8 7100 20 1.80
8-066-13 1/2 12000 18 3.10
8-066-16 5/8 18100 10 5.50
Imperial Dimensions
Part Chain Size A Cc G K L M w
Code inch inch inch inch inch inch inch inch
8-066-07 1/4-5/16 0.35 3.1 1.34 2.32 1.38 0.63 1.30
8-066-10 3/8 0.43 3.66 1.57 3.07 1.89 0.79 1.46
8-066-13 1/2 0.55 4.65 1.73 3.86 2.52 0.87 1.93
8-066-16 5/8 0.71 D59 2.13 4.41 2.72 1.10 2.36




Grade 8 Eye Sling Hook with Latch

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-2

Paint Finish:

Yellow

‘@

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-044/S-07 7,8 2.00 30 0.50
8-044/5-10 10 3.15 20 1.00
8-044/S-13 13 5.30 10 1.70
8-044/S-16 16 8.00 6 3.20
8-044/S-20 20 12.50 4 5.50
8-044/S-22 22 15.00 2 9.00
8-044/S-26 26 21.20 2 13.50
8-044/5-32 32 31.50 1 20.00
Metric Dimensions
Part Chain Size A D H K P1 T
Code mm mm mm mm mm mm mm
8-044/S-07 7,8 25 11 23 98 28 20
8-044/S-10 10 32 14 31 121 36 23
8-044/S-13 13 40 18 38 152 40 28
8-044/S-16 16 50 22 47 184 44 32
8-044/S-20 20 60 26 48 218 45 43
8-044/S-22 22 50 31 62 244 73 50
8-044/S-26 26 64 35 80 279 77 60
8-044/S-32 32 88 40 86 352 114 65
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch lbs Qty lbs
8-044/S-07 1/4 - 5/16 4500 30 1.10
8-044/S-10 3/8 7100 20 2.00
8-044/S-13 1/2 12000 10 4.20
8-044/5-16 5/8 18100 6 7.10
8-044/S-20 3/4 28300 4 12.60
8-044/S-22 7/8 34200 2 20.10
8-044/S-26 1 47700 2 30.00
8-044/S-32 1-1/4 72300 1 41.20
Imperial Dimensions
Part Chain Size A D H K P1 T
Code inch inch inch inch inch inch inch
8-044/3-07 | 1/4-5/16 0.98 0.43 0.91 3.86 1.18 0.75
8-044/S-10 3/8 1.26 0.59 1.22 4.76 1.42 0.91
8-044/S-13 1/2 1.57 0.71 1.50 5.98 1.69 1.10
8-044/S-16 5/8 1.97 0.87 1.85 7.20 1.85 1.29
8-044/S-20 3/4 2.36 1.06 1.89 8.54 1.77 1.69
8-044/S-22 7/8 2.01 1.26 2.44 9.45 2.75 1.97
8-044/S-26 1 2.60 1.34 3.15 10.63 3.15 2.36
8-044/S-32 1-1/4 3.50 1.57 3.39 13.86 4.49 2.56




Grade 8 Clevis Sling Hook

Material: Grade 8 Alloy Steel

Metric Specifications

Intl. Standard: EN1677-2
Paint Finish:  Yellow

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-043/S-07 7,8 2.00 30 0.60
8-043/S-10 10 .16 15 1.20
8-043/5-13 13 5.30 8 2.30
8-043/S-16 16 8.00 6 3.70
8-043/S-20 20 12.50 4 6.50
Metric Dimensions
Part Chain Size A H K P1 T
Code mm mm mm mm mm mm
8-043/S-07 7,8 9 22 98 27 18
8-043/S-10 10 11 29 121 34 23
8-043/S-13 13 14 37 147 44 30
8-043/S-16 16 18 42 166 48 39
8-043/S-20 20 21 50 200 56 47
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
8-043/S-07 1/4 - 5/16 4500 30 1.30
8-043/S-10 3/8 7100 15 2.60
8-043/5-13 1/2 12000 8 510
8-043/S-16 5/8 18100 6 8.40
8-043/5-20 3/4 28300 4 14.80
Imperial Dimensions
Part Chain Size A H K P1 T
Code inch inch inch inch inch inch
8-043/S-07 1/4 -5/16 0.35 0.91 3.74 1.18 0.75
8-043/S-10 3/8 0.43 1.14 4.72 1.42 0.91
8-043/S-13 1/2 0.55 1.50 5.79 1.73 1.10
8-043/S-16 5/8 0.71 1.65 6.65 1.81 1.54
8-043/S-20 3/4 0.83 2.01 7.87 2.20 1.85




Grade 8 Swivel Sling Hook with Ball Bearing

Material: Grade 8 Alloy Steel
Intl. Standard: EN1677-2
Paint Finish:  Yellow

This hook is designed to fully swivel
while in use lifting a load.

Metric Specifications

Part Chain WLL Box Mass
Code Size mm Tonnes Qty Kg
8-049N-07 7,8 2.00 20 0.90
8-049N-10 10 3.15 8 1.60
8-049N-13 13 5.30 6 3.40
8-049N-16 16 8.00 4 5.10
8-049N-20 20 12.50 2 9.50
Metric Dimensions
Part Chain A B D H K P T
Code Size mm mm mm mm mm mm mm mm
8-049N-07 7,8 36 27 12 22 155 26 18
8-049N-10 10 41 37 16 29 189 36 23
8-049N-13 13 46 40 21 35 233 42 28
8-049N-16 16 60 50 22 44 280 50 35
8-049N-20 20 74 82 25 65 356 56 49
Imperial Specifications
Part Chain WLL Box Mass
Code Size inch lbs Qty Ibs
8-049N-07 1/4 -5/16 4500 20 2.00
8-049N-10 3/8 7100 8 3.50
8-049N-13 1/2 12000 6 7.50
8-049N-16 5/8 18100 4 11.70
8-049N-20 3/4 28300 2 20.50
Imperial Dimensions
Part Chain A B D H K P T
Code Size inch | inch inch inch inch inch inch inch
8-049N-07 | 1/4-5/16 1.42 1.06 0.51 0.87 6.10 1.02 0.71
8-049N-10 3/8 1.63 1.46 0.62 1.14 7.44 1.42 0.91
8-049N-13 1/2 1.81 1.57 0.83 1.38 9.17 1.65 1.10
8-049N-16 5/8 2.36 1.97 0.91 1.73 11.02 1.97 1.38
8-049N-20 3/4 2.91 3.23 1.02 2.56 14.00 2.20 1.91




Grade 8 Eye Self Locking Hook

Material: Grade 8 Alloy Steel Metric Specifications
part . Yelow NG T B Mess
8-025-07 7,8 2.00 20 0.80
8-025-10 10 815 12 1.40
8-025-13 13 5.30 6 3.00
8-025-16 16 8.00 4 5.80
8-025-20 20 12.50 2 8.50
8-025-22 22 15.00 2 12.50
8-025-26 26 21.20 1 14.00
8-025-28 28 25.00 1 26.00
Metric Dimensions
Part Chain Size A D H K P T
Code mm mm mm mm mm mm mm
8-025-07 7,8 25 11 24 136 34 20
8-025-10 10 32 13 30 167 44 26
8-025-13 13 40 16 39 207 52 30
8-025-16 16 52 21 49 252 60 36
8-025-20 20 64 23 62 282 90 48
8-025-22 22 70 24 63 319 80 49
8-025-26 26 80 25 69 343 99 56
8-025-28 28 90 28 81 401 120 63
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch lbs Qty lbs
8-025-07 1/4 - 5/16 4500 20 1.80
8-025-10 3/8 7100 12 3.10
8-025-13 1/2 12000 6 6.40
8-025-16 5/8 18100 4 12.60
8-025-20 3/4 28300 2 18.70
8-025-22 7/8 34200 2 27.60
8-025-26 1 47700 1 32.00
8-025-28 1-1/8 55100 1 54.90
Imperial Dimensions
Part Chain Size A D H K P T
Code inch inch inch inch inch inch inch
8-025-07 1/4 - 5/16 0.98 0.44 0.94 5.35 1.34 0.79
8-025-10 3/8 1.26 0.51 1.19 6.57 1.77 1.02
8-025-13 1/2 1.56 0.62 1.57 8.15 213 1.19
8-025-16 5/8 2.05 0.83 1.93 9.92 2.44 1.42
8-025-20 3/4 2.52 0.91 2.36 11.10 3.54 1.91
8-025-22 7/8 2.75 0.94 2.48 12.56 3.14 2.12
8-025-26 1 3.15 0.98 2.72 13.50 3.90 2.20
8-025-28 1-1/8 3.54 1.10 3.18 15.80 4.72 2.48




Grade 8 Clevis Self Locking Hook

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-3

Paint Finish:

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-026-07 7,8 2.00 20 0.80
8-026-10 10 8.18 15 1.40
8-026-13 13 5.30 6 2.90
8-026-16 16 8.00 4 5.60
8-026-20 20 12.50 2 9.00
8-026-22 22 15.00 2 13.00
Metric Dimensions
Part Chain Size A H K P T
Code mm mm mm mm mm mm
8-026-07 7,8 9 24 119 34 20
8-026-10 10 11 30 143 44 26
8-026-13 13 14 39 179 52 30
8-026-16 16 18 49 212 60 36
8-026-20 20 21 62 243 90 48
8-026-22 22 24 63 273 80 49
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
8-026-07 1/4 - 5/16 4500 20 1.80
8-026-10 3/8 7100 15 3.10
8-026-13 1/2 12000 6 6.40
8-026-16 5/8 18100 4 12.40
8-026-20 3/4 28300 2 19.40
8-026-22 7/8 34200 2 28.20
Imperial Dimensions
Part Chain Size A H K P T
Code inch inch inch inch inch inch
8-026-07 1/4 - 5/16 0.35 0.94 4.69 1.34 0.79
8-026-10 3/8 0.43 1.19 5.63 1.77 1.02
8-026-13 1/2 0.55 1.57 7.05 213 1.19
8-026-16 5/8 0.71 1.93 8.35 2.44 1.42
8-026-20 3/4 0.83 2.36 9.56 3.54 1.91
8-026-22 7/8 0.95 2.48 10.70 3.14 212




Grade 8 Swivel Self Locking Hook with Ball Bearing

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-3

Paint Finish:

Yellow

This hook is designed to fully swivel

while in use lifting a load.

Metric Specifications

PartCode  CMTTOEE s ay ke
8-027N-07 7,8 2.00 12 1.20
8-027N-10 10 3.15 7 2.00
8-027N-13 13 5.30 4 4.20
8-027N-16 16 8.00 3 7.30
8-027N-20 20 12.50 2 11.70
8-027N-22 22 15.00 1 18.00
8-027N-26 26 21.20 1 32.00
Metric Dimensions
PSR Charlr:l mSlze mAm mBm mDm mHm me um me
8-027N-07 7,8 36 29 14 24 186 34 20
8-027N-10 10 40 34 16 30 220 44 26
8-027N-13 13 46 43 22 39 267 52 30
8-027N-16 16 60 50 24 49 328 60 36
8-027N-20 20 75 82 26 62 388 90 48
8-027N-22 22 97 95 33 63 457 80 49
8-027N-26 26 123 115 53 69 535 99 56
Imperial Specifications
ancoge | ChnSE ML s Mes
8-027N-07 1/4 - 5/16 4500 12 2.60
8-027N-10 3/8 7100 7 4.40
8-027N-13 1/2 12000 4 9.00
8-027N-16 5/8 18100 3 16.10
8-027N-20 3/4 28300 2 25.10
8-027N-22 7/8 34200 1 39.90
8-027N-26 1 47700 1 65.00
Imperial Dimensions
Part Code | SR | B |yt | ineh | inoh | inch | nch | inch
8-027N-07 1/4-5/16 1.42 1.14 0.51 0.94 7.32 1.34 0.79
8-027N-10 3/8 1.63 1.34 0.62 1.19 8.66 1.77 1.02
8-027N-13 1/2 1.81 1.70 0.83 1.57 10.51 2.09 1.19
8-027N-16 5/8 2.36 1.97 0.91 1.93 12.91 2.44 1.42
8-027N-20 3/4 2.91 3.23 1.02 2.36 15.28 3.54 1.91
8-027N-22 7/8 3.82 3.74 1.30 2.48 17.99 3.14 2.12
8-027N-26 1 413 4.53 2.08 2.72 21.06 3.90 2.20




Grade 8 Weld On Lifting Point

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

Metric Specifications

Part WLL Mass
Code tonnes Kg
8-057-1T 1.00 0.50
8-057-3T 3.00 0.90
8-057-5T 5.00 1.30
8-057-8T 8.00 2.60
8-057-10T 10.00 3.10
8-0573-20T 20.00 6.50
Metric Dimensions
Part A D E F H K L R w
Code mm mm mm mm mm mm mm mm mm
8-057-1T 83 14 14 27 57 40 109 24 50
8-057-3T 98 17 17 31 53 48 114 29 58
8-057-5T 120 22 22 41 77 63 157 33 64
8-057-8T 121 26 26 54 69 73 169 34 61
8-057-10T 146 20 30 54 88 73 191 41 75
8-0573-20T | 187 25 38 70 106 93 234 50 91
Imperial Specifications
Part WLL Mass
Code lbs Ibs
8-057-1T 2200 1.10
8-057-3T 6600 1.90
8-057-5T 11000 2.80
8-057-8T 17600 5.70
8-057-10T 22000 6.80
8-0573-20T 44000 14.30
Imperial Dimensions
Part A D E F H K L R w
Code inch  inch | inch | inch | inch | inch @ inch | inch | inch
8-057-1T 3.2 0.5 0.5 1.0 2.2 15 4.2 0.9 1.9
8-057-3T 3.8 0.6 0.6 1.2 2.0 1.8 4.4 1.1 2.2
8-057-5T 4.7 0.8 0.8 1.6 3.0 2.4 6.1 1.3 25
8-057-8T 4.7 1.0 1.0 2.1 2.7 2.8 6.6 1.3 2.4
8-057-10T 5.7 0.7 11 2.1 3.4 2.8 7.5 1.6 2.9
8-0573-20T 7.3 0.9 1.5 2.7 4.1 3.6 9.2 19 I3




Grade 8 Bolt On Lifting Point

Material: Grade 8 Alloy Steel Metric Specifications
Intl. Standard: EN1677-1
WLL Mass
Paint Finish: ~ Yellow Part Code Tonnes Kg
8-058-1T 1.00 0.70
8-058-3T 3.00 1.10
8-058-5T 5.00 2.50
Metric Dimensions
A B D F H K L N R

Part Code mm mm mm mm mm mm mm mm mm

8-058-1T 50 72 14 27 55 98 139 14 24
8-058-3T 58 84 17 33 50 114 144 18 29
8-058-5T 64 116 22 43 74 160 203 23 33

R
Imperial Specifications
WLL Mass
] = Part Code lbs lbs
L 8-058-1T 2200 1,50
B K 8-058-3T 6600 2.40
8-058-5T 11000 5.50
N | ———
—'-—A—-—
Imperial Dimensions
A B D F H K L N R

Part Code inch inch inch inch inch inch inch inch inch

8-058-1T 1.97 2.83 0.55 1.06 217 3.86 5.47 0.55 0.94
8-058-3T 2.28 3.31 0.67 1.30 1.97 4.49 5.67 0.71 1.14
8-058-5T 2.52 4.57 0.87 1.69 2.91 6.30 7.99 0.91 1.30




Grade 8 Barrel Hook

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-1

Paint Finish:

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-071-07 7,8 1.60 20 0.90
Metric Dimensions
Part Chain Size E K w
Code mm mm mm mm
8-071-07 7,8 38 133 50
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch lbs Qty Ibs
8-071-07 1/4 3500 20 2.00
Imperial Dimensions
Part Chain Size E K w
Code inch inch inch inch
8-071-07 1/4 1.50 5.24 1.97




Grade 8 Clevis Skip Hook with Spring Gate Hook

Material:

Paint Finish:

Grade 8 Alloy Steel
Intl. Standard: EN1677-1

Yellow

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
8-069-13 13 5.30 12 1.80
Metric Dimensions
Part Chain Size A B K L w
Code mm mm mm mm mm mm
8-069-13 13 14 125 141 57 65
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
8-069-13 1/2 12000 12 4.00
Imperial Dimensions
Part Chain Size A B K L w
Code inch inch inch inch inch inch
8-069-13 1/2 0.55 5.55 2.24 2.56 4,92




Grade 8 Eye Container Hook

Material: Grade 8 Alloy Steel Metric Specifications
Intl. Standard: EN1677-1 ;
e Part _Chaln Description WLL Box Mass
Paint Finish: ~ Yellow Code Size mm Tonnes Qty Kg
The 4 drawing below deoi 8-067-45LT 20 Left 45° 12.50 6 3.90
@ image and drawing below depict 8-067-45RH 20 Right 45° 12.50 6 3.90
a straight Yoke Grade 8 containier
hook. We only stock and distribute
the left hand (8-067-45LT) and the o )
right hand (8-067-45RH). Metric bimensions
Part Chain - E F G H K T
Code Size mm DR[O mm mm mm mm mm mm
8-067-45LT 20 Left 45° 70 45 75 48 192 25
8-067-45RH 20 Right 45° 70 45 75 48 192 25
Imperial Specifications
Part Chain A WLL Box Mass
Code Sizeinch = Description Ibs Qty Ibs
8-067-45LT 3/4 Left 45° 28000 6 8.60
8-067-45RH 3/4 Right 45° 28000 6 8.60
Imperial Dimensions
Part Chain - E F G H K T
Code Size inch PR inch | inch | inch inch  inch | inch
8-067-45LT 3/4 Left 45° 2.76 1.81 2.95 1.89 756 | 0.98
8-067-45RH 3/4 Right 45° 2.76 1.81 2.95 1.89 756 | 0.98




Chain Sling Tags, Chain Tags and Latch Kits

Zfﬂ

To suit: 8-043/S, 8-044/S

A

To suit: 8-049

@

(s

Chain Sling Tags

According to BSEN 818-4

Part Code

CTO1

Chain Tags

Ideal for general purpose assemblies

Part Code Diameter mm
CT07 22
CT.08 29
CT.09 44

Latch Kits to suit Clevis and Eye Sling Hooks

Part Code Chain Size mm Chain Size inch
8-P044-07 7,8 1/4 -5/16
8-P044-10 10 3/8
8-P044-13 13 1/2
8-P044-16 16 5/8
8-P044-20 20 3/4
8-P044-22 22 7/8
8-P044-26 26 1
8-P044-32 32 1-1/4

Latch Kits to suit Swivel Sling Hooks

Part Code Chain Size mm Chain Size inch
8-P049-07 7,8 1/4 - 5/16
8-P049-10 10 3/8
8-P049-13 13 1/2
8-P049-16 16 5/8
8-P049-20 20 3/4




Trigger Kits, Latch Kits and Coupling Pin and Sleeve Sets

To suit: 8-023, 8-025, 8-026, 8-027N

g,

To suit: 8-081

To suit: 8-015

Trigger Kits to suit Self Locking Hooks

Part Code Chali:nSize Ch?ri:: |?ize
8-P025-06 6 7/32
8-P025-07 7,8 1/4 - 5/16
8-P025-10 10 3/8
8-P025-13 13 1/2
8-P025-16 16 5/8
8-P025-20 20 3/4
8-P025-22 22 7/8
8-P025-26 26 1
Latch Kits to suit Weld on Hook
Part Code Tosr:f:e s
8-P081-01 1.00
8-P081-02 2.00
8-P081-03 3.00
8-P081-04 4.00
8-P081-05 5.00
8-P081-08 8.00
8-P081-10 10.00
Coupling Pin and Sleeve Set
Part Code Char:\mSize Ch?'i]r:: r?ize
8-P015-07 7,8 1/4 - 5/16
8-P015-10 10 3/8
8-P015-13 13 1/2
8-P015-16 16 5/8
8-P015-20 20 3/4
8-P015-22 22 7/8
8-P015-26 26 1
8-P015-32 32 1-1/4




Load Pin Kits

To suit: All Yoke Clevis type hooks

To suit: 8-078

Load Pin Kits

Part Code Chari|:1mSize Ch?ri\r:: |?ize
8-P026-07 7,8 1/4 - 5/16
8-P026-10 10 38
8-P026-13 13 12
8-P026-16 16 5/8
8-P026-20 20 34
Clutch Load Pin Kit

Part Code Cha'i:mSize Ch?ri:; Eize
8-P072-07 7,8 1/4 - 5/16
8-P072-10 10 38
8-P072-13 13 1/2
8-P072-16 16 5/8




William Hackett

LASHING
EQUIPMENT




Grade 8 Lashing Chain

Material: Grade 8 Metric Specifications
Intl. Standard: In accordance with
BSEN12195-3 Part Chain Size Lashing Capacity Kgs per
o Code mm kN metre
Paint Finish:  Black
MB8.080 8 40 1.40
MB8.100 10 63 2.20
MB8.130 13 100 3.80
MB8.160 16 160 5.60
AS1.200.5 20 245 9.10
AS1.220.5 22 294 11.00
AS1.260.5 26 415 15.30
AS1.320.5 32 618 23.20
B
L Metric Dimensions
Part Chain Size A B (&
Code mm mm mm mm
MB8.080 8 8 24 12.0
MB8.100 10 10 30 15.0
MB8.130 13 13 39 19.0
MB8.160 16 16 48 24.0
AS1.200.5 20 20 60 74.0
C
AS1.220.5 22 22 66 81.4
AS1.260.5 26 26 78 96.2
AS1.320.5 32 32 96 118.0
Temperature Reduction in load Permanent Reduction
of Chain Limit' while heated in Working Load Limit?
-40°C - 200°C None None
over 200°C to 300°C 10% None
over 300°C to 400°C 25% None
over 400°C DO NOT USE




Ratchet Loadbinder

Material:
Intl. Standard:

Paint Finish:

Grade 8

In accordance with
BSEN12195-3

Red

Metric Specifications

Part Chain Size Lashing Capacity Mass
Code mm kN Kg
M88.080.R 8 40 4.80
M88.100.R 10 63 5.60
M88.130.R 13 100 6.50
M88.160.R 16 160 10.50
Metric Dimensions
Part Chain Size A B C E E1 G
Code mm mm mm mm mm mm mm
M88.080.R 8 364 33 66 605 808 12
M88.100.R 10 364 33 66 606 809 16
M88.130.R 13 364 33 66 659 862 18
M88.160.R 16 364 33 66 735 896 20




Grade 8 Clevis Grab Hook

Material:
Intl. Standard:

Paint Finish:

Grade 8

In accordance with
BSEN12195-3

Red

Metric Specifications

Part Chain Size Lashing Capacity Mass
Code mm kN Kg
MB8.080.GH 8 40 0.33
M88.100.GH 10 63 0.88
M88.130.GH 13 100 1.85
M88.160.GH 16 160 3.24
Metric Dimensions
Part Chain Size A B E L M
Code mm mm mm mm mm mm
MB8.080.GH 8 9.5 35.0 11.0 89.0 49.5
M88.100.GH 10 12.5 42.5 13.2 126.5 70.5
M88.130.GH 13 15.0 53.0 16.5 163.5 90.0
M88.160.GH 16 19.5 65.5 19.2 183.5 112.5

Grade 8 Clevis Sling Hook

Material:
Intl. Standard:

Paint Finish:

Grade 8

In accordance with
BSEN12195-3

Red

Metric Specifications

Part Chain Size Lashing Capacity Mass
Code mm kN Kg
MB8.080.SH 8 40 0.52
M88.100.SH 10 63 1.05
M88.130.SH 13 100 2.00
M88.160.SH 16 160 3.70
Metric Dimensions
Part Chain Size A B (o E H K
Code mm mm mm mm mm mm mm
MB8.080.SH 8 9.50 37.0 37.0 29.0 32.5 85.5
M88.100.SH 10 12.50 49.0 46.0 39.0 35.0 104.0
M88.130.SH 13 15.00 56.5 56.0 47.0 42.5 128.0
M88.160.SH 16 19.50 70.5 60.0 55.0 54.0 150.0




Grade 8 Component Connector

Material:
Intl. Standard:

Paint Finish:

Grade 8

In accordance with
BSEN12195-3
Yellow

N\
N

<

Metric Specifications

Part Chain Size Box WLL Mass
Code mm Qty. Tonnes Kg
8-H03-08 7/8 120 2.00 0.14
8-H03-10 10 60 3.15 0.30
8-H03-13 13 30 5.30 0.63
8-H03-16 16 20 8.00 1.15
8-H03-20 20 10 12.50 2.10
8-H03-22 22 15.00 3.10
8-H03-26 26 21.20 4.50
8-H03-32 32 31.50 8.20
Metric Dimensions
Part Chain Size A B L K H M N (%]
Code mm mm mm mm mm  mm mm  mm mm
8-H03-08 7/8 205 | 9.0 | 795 | 605 | 88 | 550 | 148 | 6.3
8-H03-10 10 26.0 | 120 | 905 | 680 | 115 | 69.0 | 17.8 | 8.1
8-H03-13 13 300 | 1560 | 117.0| 870 | 15.0 | 866 | 25.0 | 10.3
8-H03-16 16 350 | 19.8 | 148.0 | 108.4 | 19.8 | 103.0 | 30.0 | 12.3
8-H03-20 20 418 | 240 | 1695 1215 | 220 | 1200 | 340 | 153
8-H03-22 22 495 | 26.0 | 1935 | 1415 | 26.0 | 147.0 | 40.0 | 173
8-H03-26 26 58.0 | 31.0 | 220.0 | 158.0 | 30.0 | 174.0 | 440 | 205
8-H03-32 32 675 | 38.0 | 281.0 | 205.0 | 37.0 | 214.0 | 56.0 | 245
Imperial Specifications
Part Chain Size Box WLL Mass
Code inch Qty. lbs lbs
8-H03-08 1/4 - 5/16 120 4500 0.30
8-H03-10 3/8 60 6900 0.66
8-H03-13 1/2 30 11680 1.38
8-H03-16 5/8 20 18100 2.50
8-H03-20 3/4 10 28300 4.60
8-H03-22 7/8 6 34200 6.80
8-H03-26 1 47700 9.90
8-H03-32 1-1/4 2 72300 18.00
Imperial Dimensions
Part Chain Size | A B L K H M N o
Code inch inch | inch  inch | inch  inch | inch | inch | inch
8-H03-08 1/4-5/16 | 0.80 | 0.35 | 3.12 | 238 | 0.35 | 2.16 | 058 | 0.25
8-H03-10 3/8 1.02 | 047 | 356 | 267 | 045 | 271 | 0.70 | 0.32
8-H03-13 1/2 118 | 059 | 460 | 3.42 | 059 | 3.40 | 098 | 0.40
8-H03-16 5/8 137 | 0.78 | 582 | 426 | 0.78 | 405 | 118 | 0.48
8-H03-20 3/4 165 | 094 | 6,67 | 478 | 0.86 | 472 | 1.33 | 0.60
8-H03-22 7/8 195 | 1.02 | 760 | 557 | 1.02 | 578 | 157 | 0.68
8-H03-26 1 228 | 122 | 866 | 622 | 118 | 6.85 | 1.73 | 0.80
8-H03-32 1-1/4 266 | 150 | 11.06 | 807 | 145 | 842 | 220 | 0.96




Grade 8 Weld On ‘D’ Ring

Material: Grade 8 Metric Specifications
Intl. Standard: In accordance with Part WLL -
ass
S BSEN12195-3 Code Tonnes Kg

Paint Finish:  Yellow
8-H08-001 112 0.50
8-H08-003 3,15 0.90
8-H08-005 5.30 1.30
8-H08-008 8.00 2.60
8-057-10T 10.00 3.10
8-0573-20T 20.00 6.50

Metric Dimensions

Part A B D M H

Code mm mm mm mm mm
8-H08-001 4 78.5 13.0 37.0 33.5
8-H08-003 45 94.0 17.0 42.5 39.0
8-H08-005 55 118.0 22.0 61.0 49.0
8-H08-008 70 141.0 26.5 70.5 54.0
8-057-10T 82 125.0 30.0 75.0 73.0
8-0573-20T 100 180.0 25.0 91.0 70.0

Imperial Specifications

Part WLL Mass

Code lbs lbs
8-H08-001 2470 1.10
8-H08-003 6900 1.98
8-H08-005 11680 2.86
8-H08-008 17600 8.03
8-057-10T 22000 6.80
8-0573-20T 44000 14.33

Imperial Dimensions

Part A B D M H

Code inch inch inch inch inch
8-H08-001 1.61 3.09 0.51 1.45 1.32
8-H08-003 1.77 3.70 0.67 1.67 1.53
8-H08-005 2.16 4.64 0.86 2.40 1.93
8-H08-008 2.75 5.8 1.04 2.77 2.12
8-057-10T 3.23 4.92 1.18 2.95 2.87
8-0573-20T 3.94 7.08 0.98 3.58 2.75




William Hackett

Grade 10
CHAIN SLING
SYSTEMS




Grade 8 Working Load Limits

Uniform Load Method of Rating BSEN 818-4

CharmSize Single Leg Endless Two Leg Three & Four Leg
0-45° 45-60° 0-45° 45-60°
6 14 2.2 2.0 1.4 2.9 21
8 2.5 4.0 3.5 2.5 5.3 3.8
10 4.0 6.4 5.6 4.0 8.4 6.0
13 6.7 10.6 9.5 6.7 14.0 10.0
16 10.0 16.0 14.0 10.0 21.0 15.0
20 16.0 25.6 22.4 16.0 33.6 24.0
22 19.0 30.4 26.5 19.0 40.0 28.0
26 26.5 42.4 371 26.5 55.7 39.8
32 40.0 65.0 56.0 40.0 85.0 60.0

All loads shown in Tonnes.




Grade 10 Working Load Limits Special Applications

Single Leg Chain Slings

Basket Hitch (back hooked into top link) Reevable Collar Sling Choke Hitch
The WLL will be the WLL for single leg slings. The WLL will be 1.4 x the WLL The WLL will be 0.8 x the WLL
for single leg slings. for single leg slings.

Two Leg Chain Slings

Choke Hitch Double Basket
The WLL will be 0.8 x the WLL for a two leg sling. The WLL will be the WLL for a two leg sling.

Three & Four Leg Chain Slings

Choke Hitch Double Basket
The WLL will be 0.8 x the WLL for 3 & 4 leg slings. The WLL will be the WLL for 3 & 4 leg slings.




Master Link

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-4

Paint Finish:

rd

<

Blue

A

Metric Specifications

Chain Size Chain Size
cP : gte Description mm mm Tc‘mlr;ts Mlzss
Single Double 9
X-003-0806 MAQ806ML 6,7&8 6 2.8 0.47
X-003-1008 MA1008ML 10 7&8 4.2 0.72
X-003-1310 MA1310ML 13 10 6.7 1.50
X-003-1613 MA1613ML 16 13 11.8 3.00
X-003-2016 MA2016ML 20 16 17.0 5.10
330.360 HA36ML 22 20 23.0 6.50
330.400 HA40ML 26 22 28.1 8.50
330.450 HA45ML 32 26 38.3 12.20
330.500 HA50ML 36 32 45.0 16.60
Oversize Master Links
330.220 HA22ML - 10 5.80 2.30
330.280 HA28ML 16 13 14.50 3.80
Metric Dimensions
Part - A B C
Code PEEE mm mm mm
X-003-0806 MAO806ML 145 125 60
X-003-1008 MA1008ML 16.0 150 75
X-003-1310 MA1310ML 22.0 162 90
X-003-1613 MA1613ML 28.0 200 110
X-003-2016 MA2016ML 32.0 270 140
330.360 HA36ML 36.0 270 140
330.400 HA40ML 40.0 280 155
330.450 HA45ML 45.0 320 175
330.500 HA50ML 50.0 350 195
Oversize Master Links
330.220 HA22ML 22 270 140
330.280 HA28ML 28 270 140
Imperial Specifications
Chain Size Chain Size
Cl; : gte Description inch inch VI\LLSL N:g:s
Single Double
X-003-0806 MAQ806ML 1/4 - 5/16 1/4 6172 1.04
X-003-1008 MA1008ML 3/8 9/32 - 15/16 9259 1.59
X-003-1310 MA1310ML 1/2 3/8 14770 3.30
X-003-1613 MA1613ML 5/8 1/2 26014 6.60
X-003-2016 MA2016ML 3/4 5/8 37478 11.24
330.360 HA36ML 7/8 3/4 50706 14.33
330.400 HA40ML 1 7/8 61949 18.74
330.450 HA45ML 1-1/4 1 84437 26.90
330.500 HA50ML 1-27/64 1-1/4 99208 36.60
Oversize Master Links
330.220 HA22ML - 3/8 12786 5.07
330.280 HA28ML 5/8 1/2 31967 8.37
Imperial Dimensions
Part i A B (o}
Code Rescription inch inch inch
X-003-0806 MAO806ML 0.57 4.92 2.36
X-003-1008 MA1008ML 0.63 5.90 2.95
X-003-1310 MA1310ML 0.86 6.37 3.54
X-003-1613 MA1613ML 1.10 7.87 4.33
X-003-2016 MA2016ML 1.26 10.63 5.51
330.360 HA36ML 1.41 10.63 551
330.400 HA40ML 1.57 11.00 6.10
330.450 HA45ML 1.77 12.60 6.89
330.500 HA50ML 1.97 13.78 7.67
Oversize Master Links
330.220 HA22ML 0.88 10.63 551
330.280 HA28ML 0.98 10.63 5.51




Sub Assembly

Material:

Grade 8 Alloy Steel

Intl. Standard: EN1677-4

Paint Finish:

Blue

Metric Specifications

Part Code Description | Chain Size mm | WLL Tonnes Mass Kg
X-007-06 MAQOBSA 6 4.2 1.62
X-007-08 MAOQ8SA 78&8 5.8 2.84
X-007-10 MA10SA 10 8.4 5.89
X-007-13 MA13SA 18 14.0 7.96
X-007-16 MA16SA 16 21.0 12.40
350.400 HA40QA 20 28.1 18.50
350.450 HA45QA 22 38.3 25.10
350.500 HA50QA 26 45.0 40.90
350.650 HAB5QA 32 75.0 66.10

Oversize Sub Assemblies
HA23QA HA23QA 78&8 5.80 3.80
HA25QA HA25QA 10 8.83 5.30
Metric Dimensions
. Chain Size A B (& D E F
Part Code @ Description mm mm | mm | mm | mm | mm | mm
X-007-06 MAQOGSA 6 16 150 75 145 | 125 60
X-007-08 MAO8SA 7&8 22 162 90 16.0 | 150 75
X-007-10 MA10SA 10 28 200 110 22.0 162 90
X-007-13 MA13SA 13 32 270 140 22.0 162 90
X-007-16 MA16SA 16 36 270 140 | 28.0 | 200 110

350.400 HA40QA 20 40 280 155 | 320 | 270 140

350.450 HA45QA 22 45 320 175 | 36.0 | 270 140

350.500 HA50QA 26 50 350 195 | 450 | 320 175

350.650 HAB5QA 32 65 410 220 | 50.0 | 350 195

Oversize Sub Assemblies
HA23QA HA23QA 7&8 22 270 140 16 150 75
HA25QA HA25QA 10 25 270 140 20 140 70
Imperial Specifications

Part Code Description | Chain Size inch WLL Ibs Mass Ibs
X-007-06 MAQBSA 1/4 9259 3.57
X-007-08 MAO8SA 1/4 - 5/16 11684 6.26
X-007-10 MA10SA 3/8 18518 12.99
X-007-13 MA13SA 1/2 30864 17.55
X-007-16 MA16SA 5/8 46297 27.34

350.400 HA40QA 3/4 61949 40.79
350.450 HA45QA 7/8 84437 55.34
350.500 HA50QA 1 99208 90.17
350.650 HAB5QA 1-17/64 165347 145.73
Oversize Sub Assemblies
HA23QA HA23QA 1/4 - 5/16 12786 8.35
HA25QA HA25QA 3/8 19466 11.70
Imperial Dimensions
- Chain Size | A B C D E F
PR GEEE | sl inch  inch inch inch inch inch inch
X-007-06 MAQGSA 0.24 0.63 | 590 | 295 | 057 | 492 | 236
X-007-08 MAO8SA 0.28-031 | 0.86 | 6.37 | 354 | 063 | 590 @ 295
X-007-10 MA10SA 0.39 110 | 787 | 433 | 0.86 | 6.37 | 3.54
X-007-13 MA13SA 0.51 126 | 1063 | 551 | 0.86 | 6.37 | 3.54
X-007-16 MA16SA 0.63 1.41 | 10.63 | 5.51 1.10 7.87 4.33

350.400 HA40QA 0.79 1.57 | 11.00 | 6.10 1.26 | 10.63 | 5.51

350.450 HA45QA 0.87 1.77 | 12.60 | 6.89 1.41 | 10.63 | 5.51

350.500 HA50QA 1.02 197 (1378 | 7.67 | 1.77 | 1260 | 6.89

350.650 HAB5QA 1.25 256 | 16.14 | 866 | 197 | 13.78 | 7.67

Oversize Sub Assemblies
HA23QA HA23QA 0.28-0.31 | 0.87 | 1063 | 551 | 063 | 591 | 295
HA25QA HA25QA 0.39 0.98 | 10.63 | 551 | 0.79 | 551 | 2.76




Grade 10 Lifting Chain - 200° Temper

Material:

Grade 10 Alloy Steel

Intl. Standard: ASTM973

Paint Finish:

Blue

Metric Specifications

Part Chain Size WLL Kgs per
Code mm Tonnes metre
ASV.060.5 6 1.40 0.80
ASV.080.5 8 2.50 1.50
ASV.100.5 10 4.00 2.20
ASV.130.5 13 6.70 3.80
ASV.160.5 16 10.00 5.80
ASV.200.5 20 16.00 9.10
ASV.220.5 22 19.00 11.00
ASV.260.5 26 26.50 15.30
Metric Dimensions
Part Chain Size A B (]
Code mm mm mm mm
ASV.060.5 6 6 18 25.9
ASV.080.5 8 8 24 29.6
ASV.100.5 10 10 30 37.0
ASV.130.5 13 13 39 481
ASV.160.5 16 16 48 59.2
ASV.200.5 20 20 60 74.0
ASV.220.5 22 22 66 81.4
ASV.260.5 26 26 78 96.2
Imperial Specifications
Part Chain Size WLL Ibs per
Code inch lbs metre
ASV.060.5 1/4 3000 1.76
ASV.080.5 5/16 5500 3.30
ASV.100.5 3/8 8800 4.85
ASV.130.5 1/2 14700 8.37
ASV.160.5 5/8 22000 12.78
ASV.200.5 3/4 35200 20.06
ASV.220.5 7/8 41800 24.25
ASV.260.5 1 58400 33.73
Imperial Dimensions
Part Chain Size A B C
Code inch inch inch inch
ASV.060.5 1/4 0.24 0.70 1.02
ASV.080.5 5/16 0.31 0.94 1.16
ASV.100.5 3/8 0.39 1.18 1.45
ASV.130.5 1/2 0.51 1.54 1.90
ASV.160.5 5/8 0.63 1.89 2.33
ASV.200.5 3/4 0.78 2.36 2.91
ASV.220.5 7/8 0.86 2.59 3.20
ASV.260.5 1 1.02 3.07 3.78
Operating W.L.L.
Temperature Reduction
-40°C - 200°C None
Above 200°C Do Not Use




Grade 10 Component Connector

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-1,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-015-06 6 1.40 200 0.08
X-015-07 7,8 2.50 150 0.20
X-015-10 10 4.00 50 0.30
X-015-13 13 6.70 35 0.70
X-015-16 16 10.00 20 1.20
%X-015-20 20 16.00 10 2.10
X-015-22 22 19.00 6 3.50
X-015-26 26 26.50 3 4.80
Metric Dimensions
Part Chain Size A B D K
Code mm mm mm mm mm
X-015-06 6 15 18 7 45
X-015-07 7,8 18 25 9 59
X-015-10 10 25 28 11 69
X-015-13 13 30 38 16 92
X-015-16 16 36 41 19 101
X-015-20 20 42 50 23 122
X-015-22 22 49 63 24 152
X-015-26 26 &5 66 30 162
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-015-06 1/4 3000 200 0.17
X-015-07 5/16 5500 150 0.44
X-015-10 3/8 8800 50 0.66
X-015-13 1/2 14700 35 1.54
X-015-16 5/8 22000 20 2.64
X-015-20 3/4 35200 10 4.62
X-015-22 7/8 41800 6 7.71
X-015-26 1 58400 8 10.58
Imperials Dimensions
Part Chain Size A B D K
Code inch inch inch inch inch
X-015-06 1/4 0.59 0.70 0.27 1.77
X-015-07 5/16 0.70 0.98 0.35 2.32
X-015-10 3/8 0.98 1.10 0.43 2.71
X-015-13 1/2 1.18 1.49 0.62 3.62
X-015-16 5/8 1.41 1.61 0.74 3.97
X-015-20 3/4 1.65 1.96 0.90 4.80
X-015-22 7/8 1.92 2.48 0.94 5.98
X-015-26 1 2.16 2.59 1.18 6.37




Grade 10 Eye Grab Hook

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-1,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-041-06 6 1.40 100 0.20
X-041-07 7,8 2.50 80 0.30
X-041-10 10 4.00 40 0.60
X-041-13 18 6.70 12 1.40
X-041-16 16 10.00 10 2.40
X-041-20 20 16.00 6 4.00
X-041-22 22 19.00 5 5.00
X-041-26 26 26.50 2 10.10

Metric Dimensions
Part Chain Size A F G K B
Code mm mm mm mm mm mm
X-041-06 6 13 26 8 50 8
X-041-07 7,8 16 30 9 62 10
X-041-10 10 20 40 13 82 13
X-041-13 13 26 52 16 107 17
X-041-16 16 30 57 20 132 21
X-041-20 20 40 73 24 147 23
X-041-22 22 42 70 26 164 26
X-041-26 26 50 100 32 207 33
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch lbs Qty Ibs
X-041-06 1/4 3000 100 0.44
X-041-07 5/16 5500 80 0.66
X-041-10 3/8 8800 40 1.32
X-041-13 1/2 14700 12 3.08
X-041-16 5/8 22000 10 5.29
X-041-20 3/4 35200 6 8.81
X-041-22 7/8 41800 5 11.02
X-041-26 1 58400 2 22.26
Imperial Dimensions
Part Chain Size A F G K P
Code inch inch inch inch inch inch
X-041-06 1/4 0.51 1.02 0.31 1.97 0.31
X-041-07 5/16 0.63 1.18 0.35 2.40 0.39
X-041-10 3/8 0.78 157 0.51 3.23 0.51
X-041-13 1/2 1.02 2.05 0.69 4.21 0.67
X-041-16 5/8 1.81 2.24 0.78 5.19 0.82
X-041-20 3/4 1.49 2.87 0.94 5.78 0.91
X-041-22 7/8 1.49 2.75 1.02 6.45 1.02
X-041-26 1 1.97 3.94 1.29 8.14 1.29




Grade 10 Reevable Link

Material:
Intl. Standard:
Paint Finish:

Grade 8 Alloy Steel

EN1677-4
Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-059-07 7,8 2.50 40 0.40
X-059-10 10 4.00 20 0.80
X-059-13 13 6.70 10 1.50
X-059-16 16 10.00 8 2.40
Metric Dimensions
Part Chain Size A B C D E
Code mm mm mm mm mm mm
X-059-07 7,8 99 80 65 15 15
X-059-10 10 125 100 80 19 18
%-059-13 13 168 136 108 25 22
X-059-16 16 198 158 124 27 26
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-059-07 5/16 5500 40 0.88
X-059-10 3/8 8800 20 1.76
X-059-13 1/2 14700 10 3.30
X-059-16 5/8 22000 8 5.29
Imperial Dimensions
Part Chain Size A B C D E
Code inch inch inch inch inch inch
X-059-07 5/16 3.89 3.15 2.56 0.59 0.59
X-059-10 3/8 4.92 3.94 3.15 0.75 0.70
X-059-13 1/2 6.61 5.35 4.25 0.98 0.86
X-059-16 5/8 7.80 6.22 4.88 1.06 1.02




Grade 10 Eye Sling Hook with Latch

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-2,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-044/S-07 7,8 2.50 30 0.50
X-044/S-10 10 4.00 20 1.00
X-044/5-13 13 6.70 10 1.80
X-044/S-16 16 10.00 6 3.40
X-044/S-20 20 16.00 3 7.30
X-044/S-22 22 19.00 2 9.30
X-044/S-26 26 26.50 2 13.50
Metric Dimensions
Part Chain Size A D H K P1 T
Code mm mm mm mm mm mm mm
X-044/S-07 7,8 25 12 23 98 28 20
X-044/S-10 10 32 15 31 121 36 23
X-044/5-13 13 40 18 38 152 40 27
X-044/5-16 16 50 22 45 185 44 32
X-044/S-20 20 61 27 64 230 54 48
X-044/S-22 22 51 31 63 245 76 52
X-044/S-26 26 65 35 80 279 77 60
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty lbs
X-044/S-07 5/16 5500 30 1.10
X-044/S-10 3/8 8800 20 2.20
X-044/S-13 1/2 14700 10 3.97
X-044/S-16 5/8 22000 6 7.50
X-044/S-20 3/4 35200 3 16.09
X-044/S-22 7/8 41800 2 20.50
X-044/S-26 1 58400 2 29.76
Imperial Dimensions
Part Chain Size A D H K P1 T
Code inch inch inch inch inch inch inch
X-044/S-07 5/16 0.98 0.47 0.90 3.86 1.10 0.78
X-044/5-10 3/8 1.26 0.59 1.22 4.76 1.42 0.90
X-044/5-13 1/2 1.57 0.70 1.49 5.98 1.57 1.06
X-044/5-16 5/8 1.96 0.86 1.77 7.28 1.73 1.26
X-044/S-20 3/4 2.40 1.06 2.52 9.05 213 1.89
X-044/S-22 7/8 2.00 1.22 2.48 9.64 2.99 2.05
X-044/S-26 1 2.56 1.38 3.15 10.98 3.03 2.36




Grade 10 Clevis Sling Hook with Latch

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-2,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-043/S-06 6 1.4 40 0.30
X-043/S-07 7,8 2.5 30 0.60
X-043/S-10 10 4.0 15 1.10
X-043/S-13 13 6.7 8 2.30
X-043/S-16 16 10.0 6 3.80
X-043/S-20 20 16.0 3 8.70
X-043/S-22 22 19.0 2 9.50
Metric Dimensions
Part Chain Size A H K P1 T
Code mm mm mm mm mm mm
X-043/S-06 6 6 23 97 23 15
X-043/S-07 7,8 9 22 98 27 18
X-043/S-10 10 11 30 122 34 24
X-043/S-13 13 14 37 147 44 30
X-043/S-16 16 17 42 166 48 39
X-043/S-20 20 24 64 207 57 48
X-043/S-22 22 25 61 217 73 52
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-043/S-06 1/4 3000 40 0.66
X-043/S-07 5/16 5500 30 1.32
X-043/S-10 3/8 8800 15 2.43
X-043/S-13 1/2 14700 8 5.07
X-043/S-16 5/8 22000 6 8.38
X-043/S-20 3/4 35000 3 19.18
X-043/S-22 7/8 41500 2 20.94
Imperial Dimensions
Part Chain Size A H K P1 T
Code inch inch inch inch inch inch
X-043/5-06 1/4 0.24 0.90 3.82 0.90 0.59
X-043/S-07 5/16 0.35 0.86 3.86 1.06 0.71
X-043/S-10 3/8 0.43 1.18 4.80 1.34 0.94
X-043/S-13 1/2 0.51 1.45 5.79 1.73 1.18
X-043/S-16 5/8 0.66 1.65 6.54 1.89 1.54
X-043/S-20 3/4 0.94 2.52 8.15 2.24 1.89
X-043/S-22 7/8 0.98 2.40 8.54 2.87 2.05




Grade 10 Eye Self Locking Hook

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-3,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-025-07 7,8 2.50 20 0.80
X-025-10 10 4.00 12 1.50
X-025-13 13 6.70 6 3.00
X-025-16 16 10.00 4 5.80
%X-025-20 20 16.00 2 10.00
X-025-22 22 19.00 2 12.50
X-025-26 26 26.50 1 15.00
Metric Dimensions
Part Chain Size A D H K P T
Code mm mm mm mm mm mm mm
X-025-07 7,8 25 11 24 136 34 20
X-025-10 10 32 13 30 167 44 26
X-025-13 13 40 16 39 207 51 30
X-025-16 16 50 21 49 252 60 36
X-025-20 20 60 23 65 290 70 53
X-025-22 22 70 24 63 319 80 49
X-025-26 26 80 25 69 343 99 56
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-025-07 5/16 5500 20 0.80
X-025-10 3/8 8800 12 1.50
X-025-13 1/2 14700 6 3.00
X-025-16 5/8 22000 4 5.80
%x-025-20 3/4 35200 2 10.00
X-025-22 7/8 41800 2 12.50
X-025-26 1 58400 1 15.00
Imperial Dimensions
Part Chain Size A D H K P T
Code inch inch inch inch inch inch inch
X-025-07 5/16 0.98 0.43 0.94 5.35 1.34 0.78
X-025-10 3/8 1.26 0.51 1.18 6.57 1.73 1.02
X-025-13 1/2 1.57 0.63 1.53 8.15 2.00 1.18
X-025-16 5/8 1.96 0.82 1.93 9.92 2.36 1.41
X-025-20 3/4 2.36 0.90 2.56 11.41 2.75 2.08
X-025-22 7/8 2.75 0.94 2.48 12.56 3,18 1.93
X-025-26 1 3.15 0.98 2.72 13.50 3.89 2.20




Grade 10 Clevis Self Locking Hook

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-3,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-026-06 6 1.40 40 0.40
X-026-07 7.8 2.50 20 0.90
X-026-10 10 4.00 15 1.40
X-026-13 13 6.70 6 3.00
X-026-16 16 10.00 4 5.00
X-026-20 20 16.00 2 11.00
X-026-22 22 19.00 2 13.50
Metric Dimensions
Part Chain Size A H K P T
Code mm mm mm mm mm mm
X-026-06 6 6 19 93 28 15
X-026-07 7.8 9 24 119 34 20
X-026-10 10 11 30 142 44 26
X-026-13 13 14 39 178 51 30
X-026-16 16 18 49 213 60 36
X-026-20 20 21 65 244 70 53
X-026-22 22 24 63 273 80 49
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-026-06 1/4 3000 40 0.88
X-026-07 5/16 5500 20 1.98
X-026-10 3/8 8800 15 3.08
X-026-13 1/2 14700 6 6.61
X-026-16 5/8 22000 4 11.02
X-026-20 3/4 35000 2 24.25
X-026-22 7/8 41500 2 29.76
Imperial Dimensions
Part Chain Size A H K P T
Code inch inch inch inch inch inch
X-026-06 1/4 0.24 0.75 3.66 1.10 0.59
X-026-07 5/16 0.35 0.94 4.68 1.33 0.78
X-026-10 3/8 0.43 1.18 5.59 1.73 1.02
X-026-13 1/2 0.51 1.54 7.00 2.00 1.18
X-026-16 5/8 0.70 1.93 8.38 2.36 1.41
X-026-20 3/4 0.83 2.56 9.60 2.75 2.08
X-026-22 7/8 0.94 2.48 10.74 3.15 1.93




Grade 10 Swivel Self Locking Hook with Ball Bearing

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-3,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

This hook is designed to fully swivel
while in use lifting a load.

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-027N-06 6 1.40 20 0.70
X-027N-07 7,8 2.50 12 1.20
X-027N-10 10 4.00 7 2.00
X-027N-13 13 6.70 4 410
X-027N-16 16 10.00 3 7.20
X-027N-20 20 16.00 2 13.00
Metric Dimensions
Part Chain Size A B D H K P T
Code mm mm mm mm mm mm mm mm
X-027N-06 6 32 22 12 19 149 28 15
X-027N-07 7,8 36 29 13 24 186 34 20
X-027N-10 10 41 34 16 30 218 44 26
X-027N-13 13 46 43 21 39 276 51 30
X-027N-16 16 61 50 23 49 329 60 36
X-027N-20 20 74 82 25 65 387 70 53
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-027N-06 1/4 3000 20 1.54
X-027N-07 5/16 5500 12 2.86
X-027N-10 3/8 8800 7 4.40
X-027N-13 1/2 14700 4 9.48
X-027N-16 5/8 22000 3 16.09
X-027N-20 3/4 35000 2 28.66
Imperial Dimensions
Part Chain Size A B D H K P T
Code inch inch inch inch inch inch inch inch
X-027N-06 1/4 1.22 0.86 0.47 0.74 5.86 114 0.59
X-027N-07 5/16 1.41 114 0.55 0.94 7.32 1.34 0.78
X-027N-10 3/8 1.57 1.33 0.63 1.18 8.66 1.73 1.02
X-027N-13 1/2 1.81 1.69 0.86 1.53 10.51 2.04 1.18
X-027N-16 5/8 2.36 1.96 0.94 1.93 12.91 2.36 1.41
X-027N-20 3/4 2.95 3.22 1.02 2.44 15.27 3.54 1.88




Grade 10 Clevis Foundry Hook

Material:
Intl. Standard:

Paint Finish:

Grade 10 Alloy Steel
In accordance with
EN1677-1,ASTM952/
A952M, ASME B30.26
and PAS1061

Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-046-07 7,8 2.50 25 0.95
X-046-10 10 4.00 12 1.80
X-046-13 13 6.70 8 3.60
X-046-16 16 10.00 5 6.40
X-046-20 20 16.00 2 11.20

Metric Dimensions
Part Chain Size A H K P T
Code mm mm mm mm mm mm
X-046-07 7,8 9 27 133 62 19
X-046-10 10 11 32 163 74 23
X-046-13 13 14 39 200 88 32
X-046-16 16 18 47 239 98 41
X-046-20 20 21 62 305 113 46
Imperial Specifications
Part Chain Size WLL Box Mass
Code inch Ibs Qty Ibs
X-046-07 5/16 5500 25 2.09
X-046-10 3/8 8800 12 3.97
X-046-13 1/2 14700 8 7.93
X-046-16 5/8 22000 5 14.10
X-046-20 3/4 35200 2 24.70
Imperial Dimensions
Part Chain Size A H K P T
Code inch inch inch inch inch inch
X-046-07 5/16 0.35 1.06 5.23 2.44 0.75
X-046-10 3/8 0.43 1.26 6.41 2.91 0.90
X-046-13 1/2 0.55 1.53 7.87 3.46 1.26
X-046-16 5/8 0.70 1.85 9.40 3.85 1.61
X-046-20 3/4 0.82 2.44 12.00 4.45 1.81




Grade 10 Clevis Shackle

Material:
Intl. Standard:

Grade 10 Alloy Steel
In accordance with
EN1677-1,ASTM952/
A952M, ASME B30.26
and PAS1061

Paint Finish:  Blue

Metric Specifications

Part Chain Size WLL Box Mass
Code mm Tonnes Qty Kg
X-066-07 7,8 2.50 35 0.40
X-066-10 10 4.00 20 0.80
X-066-13 13 6.70 18 1.40
X-066-16 16 10.00 10 2.50
Metric Dimensions
Part Chain Size A Cc G K L M w
Code mm mm mm mm mm mm mm mm
X-066-07 7,8 9 79 34 59 35 16 33
X-066-10 10 11 93 40 78 48 20 37
X-066-13 13 14 118 44 98 64 22 49
X-066-16 16 18 141 54 112 69 28 60
Imperial Specifications
R T
X-066-07 5/16 5500 35 0.88
X-066-10 3/8 8800 20 1.76
X-066-13 1/2 14700 18 3.08
X-066-16 5/8 22000 10 &1
Imperial Dimensions
Part Chain Size A Cc G K L M w
Code inch inch | inch inch | inch | inch @ inch | inch
X-066-07 5/16 0.35 3.1 1.34 2.32 1.38 0.63 1.30
X-066-10 3/8 0.43 3.66 1.57 3.07 1.89 0.78 1.45
X-066-13 1/2 0.55 4.64 1.73 3.86 2.52 0.86 1.93
X-066-16 5/8 0.70 0.8 213 4.40 2.72 1.10 2.36




Chain Sling Tags, Latch and Trigger Kits
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To suit: X-043/S, X-044/S

To suit: X-026, X-027N, X-025

To suit: X-015

Chain Sling Tags

According to BSEN 818-4

Part Code

CT10

Latch Kits to suit Sling Hooks

Part Code Chain Size mm Chain Size inch
X-P044-06 6 1/4
X-P044-07 7,8 5/16
X-P044-10 10 3/8
X-P044-13 13 1/2
X-P044-16 16 5/8
X-P044-20 20 3/4
X-P044-22 22 7/8

Trigger Kits to suit Self Locking Hooks

Part Code Chain Size mm Chain Size inch
X-P025-06 6 7/32
X-P025-07 7,8 1/4 - 5/16
X-P025-10 10 3/8
X-P025-13 13 1/2
X-P025-16 16 5/8
X-P025-20 20 3/4
X-P025-22 22 7/8
X-P025-26 26 1
Coupling Pin and Sleeve Set
Part Code Chain Size mm Ch?ri:;r? =
X-P015-07 7 1/4 -5/16
X-P015-10 10 3/8
X-P015-13 13 1/2
X-P015-16 16 5/8
X-P015-20 20 3/4
X-P015-22 22 7/8
X-P015-26 26 1




Load Pin Kits

/4

To suit: All Yoke Clevis type hooks

Load Pin Kit

Part Code Chain Size mm Ch?ri"::: =
X-P026-07 7 1/4 - 5/16
X-P026-10 10 3/8
X-P026-13 13 1/2
X-P026-16 16 5/8
X-P026-20 20 3/4
X-P026-22 22 7/8




